
Lower balloon profile and new distal shaft for difficult lesions
Enables easy lesion access

Hydrophilic coating

Excellent trackability and pushability
Allows easy access through tortuous vessels

New balloon material
High burst resistance in calcified lesions

eucaVI
PTCA Balloon Catheter

Cardiology
Solutions

PTCA Balloon Catheter
semi-compliant

Advanced 
hypotube design

optimal perfomance

•	kink	resistance

•	pushability

•	 torqability

Quality Made in Germany



P T C A Ba lloon  d etai ls

USABLE LENGTH
LENGTH OF GUIDE  WIRE LUMEN
MATERIAL

SHAFT SIZE

BALLOON FOLDING
MARKER BANDS
TIP PROFILE
MAX. RECOMMENDED GUIDE  WIRE

 138 cm
 27 cm
Balloon  Proprietary polyamide compound
Distal shaft  Polyamide, multilayer tube
Proximal shaft  Stainless steel, PTFE coated

Proximal  1.9 F
Distal  2.8 F

Balloon sizes 1.5 - 4.0  3-fold balloon
 Embedded Platinum/Iridium
 0.017“ (0.43 mm)
 0.014“ (0.36 mm)

O rder  Informat ion

Balloon Length
Balloon Ø  10 mm  15 mm  20 mm  25 mm  30 mm  40 mm
1.50 mm  euca  VI 15010  euca  VI 15015  euca  VI 15020  euca  VI 15025  euca  VI 15030  -

2.00 mm  euca  VI 20010  euca  VI 20015  euca  VI 20020  euca  VI 20025  euca  VI 20030  -

2.25 mm  euca  VI 22510  euca  VI 22515  euca  VI 22520  euca  VI 22525  euca  VI 22530  euca  VI 22540

2.50 mm  euca  VI 25010  euca  VI 25015  euca  VI 25020  euca  VI 25025  euca  VI 25030  euca  VI 25040

2.75 mm  euca  VI 27510  euca  VI 27515  euca  VI 27520  euca  VI 27525  euca  VI 27530  euca  VI 27540

3.00 mm  euca  VI 30010  euca  VI 30015  euca  VI 30020  euca  VI 30025  euca  VI 30030  euca  VI 30040

3.50 mm  euca  VI 35010  euca  VI 35015  euca  VI 35020  euca  VI 35025  euca  VI 35030  euca  VI 35040

4.00 mm  euca  VI 40010  euca  VI 40015  euca  VI 40020  euca  VI 40025  euca  VI 40030  euca  VI 40040

N IP (no mina l i n� at ion p ressu re)
R B P (Ra ted B urst Pr ess ure)

0.8 M P a / 8  ba r
x.x x

Com plia nce  Tabl e
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2.1 5

2.2 0

2.2 5

2.3 0

2.3 5

2.4 0

2.4 5

2.5 0

2.5 4

2.5 9

2.6 4

2.6 9

2.7 4

2.7 9

2.8 4

2.4 3

2.4 7

2.5 0

2.5 3

2.5 7

2.6 0

2.6 3

2.6 7

2.7 0

2.7 3

2.7 7

2.8 0

2.8 3

2.8 7

2.9 0

2.6 7

2.7 1

2.7 5

2.7 9

2.8 3

2.8 7

2.9 1

2.9 4

2.9 8

3.0 2

3.0 6

3.1 0

3.1 4

3.1 8

2.9 3

2.9 7

3.0 0

3.0 3

3.0 7

3.1 0

3.1 4

3.1 7

3.2 0

3.2 4

3.2 7

3.3 1

3.3 4

3.4 1

3.4 5

3.5 0

3.5 5

3.5 9

3.6 4

3.6 8

3.7 3

3.7 7

3.8 2

3.8 7

3.9 1

3.8 8

3.9 4

4.0 0

4.0 6

4.1 2

4.1 8

4.2 4

4.2 9

4.3 5

4.4 1

4.4 7

0.6 /   6

0.7 /   7

0.8 /   8

0.9 /   9

1.0 / 1 0

1.1 / 1 1

1.2 / 1 2

1.3 / 1 3

1.4 / 1 4

1.5 / 1 5

1.6 / 1 6

1.7 / 1 7

1.8 / 1 8

1.9 / 1 9

2.0 / 2 0
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